‘Multiparametric system
for automated agarose
gel electrophoresis
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Multiparametric system for agarose gel electrophoresis

Standardized
application of
samples (Sebia
patent)

Migration and
staining

Peltier device for fast and very
accurate temperature control
Touch-screen interface

Single use applicator

Homogeneous sample application
through microporous membrane
High resolution, clear separation,
perfect reproducibility



HYDRASYS 2=
flexibility for all laboratory needs

: 2 o Compact and polyvalent

Adapted to any workloads, from the smallest to
the largest

| o Automation of the different phases of
electrophoresis testing

Sample application, migration, staining/destaining,
and drying

o Large menu of tests

Proteins, Immunofixation, Hemoglobins, CSF
Isofocusing, Iso-enzymes, 2 Transferrin, A1AT,
LDH/HDL Cholesterol, Lipoproteins

o Densitometry measurements and fast data

o Phoresis software and ergonomy acquisition
Powerful and user-friendly software High definition reading system
- Clarity of results, easy interpretation A 54-sample gel is read in 40 seconds

SQL Client/Server database
- Unlimited data storage capacity

- Networking capabilities for multiple
SEBIA instruments

- Stable performance even with high
data flow

Easy to use, flexible, suited perfectly to
the laboratory needs

Easy maintenance




Application

Various applicator sizes (6, 7, 15, 18)
allowing the analysis of 1 to 54
samples per gel

Disposable microporous applicators
Optimized application (vertical
movement)

Automated application steps
managed by the software

Migration, incubation, drying

48 migration programs

Automatic and optimized migration duration based on either the time or the number of accumulated
volt-hours

Voltage, current ou power regulation:

- Standard Module: 0-350 V, 0-100 mA, 0-35 W

- IEF Module: 0-1500 V, 0-10 mA, 0-15 W (FOCUSING versions)

Thermal regulation (cooling and heating) by Peltier effect

Drying by heating element and tangential air flow (Venturi effect with a shutter allowing an adjustable flow
regulation)

Staining, destaining, drying

9 staining programs + 3 washing programs
Staining/destaining compartment with level detectors
Entry/exit of liquids controlled by a 10-way valve
Magnetic drive gear pump

Drying by heating element with a tangential air flow

General specifications

Safety lock for migration and staining compartments

Control and test programs - Alarms

Software update through SD Card or serial port

USB port to connect HYDRASYS 2 5¢4N and HYDRASYS 2 5¢4¥ FOCUSING to the PC
Programming and dialog through a color LCD TFT 7” (18 cm) touch screen

Voltage: 100-240 V - 50/60 Hz

Power: 1000 VA

Reading system (HYDRASYS 2 SN and HYDRASYS 2 SN
FOCUSING)

Reading by transmission

Gel holder for 1 gel

Homogeneous light source (long life LED diodes)
High resolution CCD sensor

Bi-dimensional measurement

16 bits data processing (densitometry, images)
Automatic image position correction

Correction of light source heterogeneity
Excellent signal / noise ratio

Rapid reading and data processing time: a 54 protein gel scanned in less than 1 minute
Direct visualization of the gel image




Software (HYDRASYS 2 S¢AN and
HYDRASYS 2 S¢AN FOCUSING)

Automatic detection of the reading zone

Automatic centering and alignment of the electrophoretic patterns
Fractions identification

Deletion of minima and fractions

Baseline modification

Curves overlay

Quality Control program

Recall and review of patient history, including curve and result display,

from demographic search criteria

Unlimited storage of curve results and gel images (SQL Client / Server database)

Minimal PC system requirements (not supplied)
(HYDRASYS 2 SCAN and HYDRASYS 2 ScAN
FOCUSING)

Processor 2 GHz CPU (single or multi processor / dual core) - 1 GB RAM
Hard Disk: 160 GB

CD reader / writer

Monitor: 17" LCD color screen (1024 x 768 resolution)

Keyboard - Mouse

Windows XP (SP3)

High definition color printer

1 USB port, 1 Ethernet port (RJ-45), 1 VGA monitor output

2 RS232 serial ports (COM)

Dimensions / Weight

Analyzer: L. 29.9inxH. 9.1inxD. 20.1 in; L. 76 cm x H. 23 cm x D. 51 cm
Weight: 66 Ib; 30 kg

Catalog number

HYDRASYS 2 StAN - Cat. Nb. 1200
HYDRASYS 2 - Cat. Nb. 1201

HYDRASYS 2 S¢AN FOCUSING - Cat. Nb. 1202
HYDRASYS 2 FOCUSING - Cat. Nb. 1203
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